Enable Force Read Ahead Policy 
1. Connect to the VTrak RAID via the WebPAM PROe administration tool. If you are not certain what IP Address is assigned to the Promise RAID, refer to the Product Manual. If an alert appears in your Web browser, see this article.  
2. Authenticate when prompted. If you are not certain what administrator name and password is assigned to the Promise RAID, refer to the Product Manual.

1. Log-in to WebPAM PROe.

2. Accept the Security Information if any
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3. In the left hand tree window, click on the + sign of Controllers
4. Select Controller 1
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5. Click on the Setting Tab
6. Select the Force Read Ahead check box

7. Then, click on Submit button.
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To enable Force Read Ahead from CLU menu
1. Follow to CLU menu from CLI Log-in
2. Type Menu, then <Enter>
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3. Arrow down to Subsystem Management, then <Enter>
[image: image5.png]Subsysten Management
Physical Drive Management
Disk Array Management
Spare Drive Management
Logical Drive Management
Netuork Management

Fibre Channel Management
Background fctivities

Event Uiewer

faditional Info and Managenent

Return to CLI





4. Arrow down to Controller Management, then <Enter>
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5. Select Controller ID1, then <Enter>
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6. Arrow down to Controller Settings, then <Enter>
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7. Arrow down to Force Read Ahead <Press Space key> to make a change

8. Arrow down to Save Settings
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